
LED GROW LIGHT FOR
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Mechanical features Electrical features

* Upon request other dimming Systems are a vailable

BODY Aluminum

COOLING SYSTEM Natural Convection – Heat Pipe

IP RATE IP40

WEIGHT  4,5 Kg

INPUT POWER 100-240 Vac with PFC

PFC Active > 90

NOMINAL POWER ABSORPTION 130 W

OPTIONAL DIMMING* 1-10V
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Lighting features

FULL SPECTRUM HC PW SPECTRUM HC PRB SPECTRUM HC

SOURCE n°1 COB LED n°1 COB LED n°1 COB LED

LUMINOUS FLUX 16341 lm (Ta 30°C) 10400 lm (Ta 30°C) 6595 lm (Ta 30°C)

PHOTOSYNTHETIC PHOTON FLUX (PPF) 288 μmol/s (Ta 30°C) 215 μmol/s (Ta 30°C) 200 μmol/s (Ta 30°C)

EFFICIENCY (PPF/W) 2,2 μmol/J (Ta 30°C) 1,6 μmol/J (Ta 30°C) 1,5 μmol/J (Ta 30°C)

LENS TYPE 25° - 45° - 60° - 90° - Square120° 
155° - Asym1-2-3-4

25° - 45° - 60° - 90° - Square120° 
155° - Asym1-2-3-4

25° - 45° - 60° - 90° - Square120° 
155° - Asym1-2-3-4

Spectrum: PW, PRB, FULL SPECTRUM

Wave lenght (nm)

Spectrum : PW , PRB , Full Spectrum
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Dimensions 

Information about the lens:

• Anti-Vandal protection 
IK10

• Life long warr

• UV Resistant

• Anti-Glare

PRODUCT FOCUS

• 

• 

• Excellent light concentration and deep penetration on the crop
• Upgradibility over the time

• Low power consumption and lower heating emission in comparison with tradition lamp source

Glammy
130 HC
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High efficient and compact Led grow light

Vaste range of silicone lenses




