
 

Projector to light  industrial warehouse, facilities 
with wide show-rooms areas, shopping centres.
Unique for its design and technological 
innovation. It is equipped with special 60°, 90° 
120° silicone lenses, anti-glare, UV resistant and 
lifelong warranty against the LED yellowing.
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oyector para iluminación de naves industriales, 
empresas con grandes espacios de exposición, 
centros comerciales. 
Único en diseño y tecnología.
Utiliza ópticas exclusivas de 60°, 90° y 120° en 
silicona, antideslumbrante, resistente a los rayos 
y garantizadas de por vida sobre el 
amarilleamiento del LED.
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Unik 60 

60W
CARACTERíSTICAS MECÁNICAS   

Cuerpo
Sistema de enfriamiento
Ip rate  
Peso 

Convección Natural - Heat  
IP65
6,5 kg 

CARACTERíSTICAS ELÉCTRICAS 
Poder entrada
PFC 

220-240 Vac con PFC
Activo > 90

Absorción de energía nominal 64W
Dimmeración 1-10V  (selv) - DALI 
Alimentador con función de espera y memoria  
permanente.

CARACTERíSTICAS LUMINOTÉCNICAS
COB LED
CITIZEN  
141lm/W  
5000K or (3000K / 4000K)
9076lm  
70 / 80 Standard
60° / 90° / Squa
Asym.1 / Asym.2 / Asym.3 / Asym.4

re 120° / 155°

Unik 90 

90W

 
Convección Natural - Heat 
 IP65
6,5 kg

220-240 Vac con PFC
Activo > 90
94W
1-10V  (selv) - DALI  

COB LED
CITIZEN
142lm/W
5000K  or (3000K / 4000K)  
13384lm
70 / 80 Standard  
60° / 90° / Squa
Asym.1 / Asym.2 / Asym.3 / Asym.4

re 120° / 155°

DIMENSIONES

Gancho Estribo

Ø 171

Ø 153

Ø 280

341
291

132

159
66

126

Fuente

Tipología LED  
Eficiencia

LED Temperatura color
Flujo luminoso 
CRI 
Lentes de silicon a

Protección óptica antivandal IK10, 
resistente a los rayos UV, 
antideslumbrante, efecto anti-
amarillento. 

EmpotrableGancho con revestimiento 
de campana

Arquitectural

Unik 110 

110W

220- 240 Vac con PFC 
Activo > 90
112W
1-10V  (selv) - DALI

COB LED
CITIZEN
130lm/W
5000K  or (3000K / 4000K)
14557lm
70 / 80 Standard
60° / 90° / Squa
Asym.1 / Asym.2 / Asym.3 / Asym.4

re 120° / 155°

PREVIA SOLICITUD

CRI >90

BLUE  COB LED 

AMBER COB LED 

Revestimiento en forma 

de campana

Aluminio Aluminio Aluminio  
Convección Natural - Heat 
 IP65
6,5 kg



CRI >90

Front Bell
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Unik 60 

60W
MECHANICAL FEATURES 
Body 
Cooling system Passive Heat Sink system
Ip rate  IP65
Weight 6,5 kg

ELECTRICAL FEATURES 
Input power 220-240 Vac with PFC
PFC Active > 90
Nominal power absorption 64W
Dimming 1-10V  (selv) - DALI
Power supply with stand-by function and permanent memo ry 

LIGHTING FEATURES 
Source COB LED
LED type CITIZEN
LED Lumen efficiency 141lm/W
Colour temperature 5000K or (3000K / 4000K)
Luminous flux 9076lm
CRI 70 / 80 Standard
Silicone lens 60° / 90° / Squa

Asym.1 / Asym.2 / Asym.3 / Asym.4
re 120° / 155°

Unik 90 

90W

Passive Heat Sink system  
IP65
6,5 kg

220-240 Vac with PFC  
Active > 90  
94W
1-10V  (selv) - DALI  

COB LED
CITIZEN
142lm/W
5000K  or (3000K / 4000K)  
13384lm
70 / 80 Standard  
60° / 90° / Squa
Asym.1 / Asym.2 / Asym.3 / Asym.4

re 120° / 155°

AVAILABLE VERSIONS

UPON REQUEST DIMENSIONS

Hanging Hook Fixing Bracket

Ø 171

Ø 153

Ø 280

341
291

132

159
66

126

Anti-vandal protection optic IK10, 
UV Resistant, anti- glare, 

Downlight RecessedHanging Hook
with Front Bell

Architectural

Unik 110 

110W

Passive Heat Sink system
IP65
6,5 kg

220-240 Vac with PFC
Active > 90
112W
1-10V  (selv) - DALI

COB LED
CITIZEN
130lm/W
5000K  or (3000K / 4000K)
14557lm
70 / 80 Standard
60° / 90° / Squa
Asym.1 / Asym.2 / Asym.3 / Asym.4

re 120° / 155°

BLUE  COB LED 

AMBER COB LED

CRI >90

Front Bell
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Unik 60 

60W
MECHANICAL FEATURES
Body 
Cooling system Passive Heat Sink system
Ip rate  IP65
Weight 6,5 kg

ELECTRICAL FEATURES 
Input power 220-240 Vac with PFC
PFC Active > 90
Nominal power absorption 64W
Dimming 1-10V  (selv) - DALI
Power supply with stand-by function and permanent memo ry 

LIGHTING FEATURES 
Source COB LED
LED type CITIZEN
LED Lumen efficiency 141lm/W
Colour temperature 5000K or (3000K / 4000K)
Luminous flux 9076lm
CRI 70 / 80 Standard
Silicone lens 60° / 90° / Squa

Asym.1 / Asym.2 / Asym.3 / Asym.4
re 120° / 155°

Unik 90 

90W

Passive Heat Sink system  
IP65
6,5 kg

220-240 Vac with PFC
Active > 90
94W
1-10V  (selv) - DALI

COB LED
CITIZEN
142lm/W
5000K  or (3000K / 4000K)
13384lm
70 / 80 Standard
60° / 90° / Squa
Asym.1 / Asym.2 / Asym.3 / Asym.4

re 120° / 155°

AVAILABLE VERSIONS

UPON REQUEST DIMENSIONS

Hanging Hook Fixing Bracket

Ø 171

Ø 153

Ø 280

341
291

132

159
66

126

Anti-vandal protection optic IK10, 
UV Resistant, anti- glare, 

Downlight RecessedHanging Hook
with Front Bell

Architectural

Unik 110 

110W

Passive Heat Sink system
IP65
6,5 kg

220-240 Vac with PFC
Active > 90
112W
1-10V  (selv) - DALI

COB LED
CITIZEN
130lm/W
5000K  or (3000K / 4000K)
14557lm
70 / 80 Standard
60° / 90° / Squa
Asym.1 / Asym.2 / Asym.3 / Asym.4

re 120° / 155°

BLUE  COB LED 

AMBER COB LED

Proiettore per illuminazione di capannoni 
industriali, aziende con grandi spazi espositivi, 
centri commerciali. 
Unico per design e tecnologia. 
Utilizza delle esclusive ottiche da 60°, 90° e 120° 
in silicone, antiabbagliamento, resistenti ai raggi UV 
e garantite a vita sull’ingiallimento del LED.

Projector to light  industrial warehouse, facilities 
with wide show-rooms areas, shopping centres.
Unique for its design and technological 
innovation. It is equipped with special 60°, 90° 
120° silicone lenses, anti-glare, UV resistant and 
lifelong warranty against the LED yellowing.
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